
 
 
 
 

DOCK REMOVAL INSTRUCTIONS 
 
The following is the procedure to be followed in removing the dock from the lake. 
 
CAUTION! 
 
The dock is unstable on its wheels. 
 
Use caution so it does not tip.  
 
Do not ride on it.  
 
Stay away from the sides so in the event it does tip, no one is 
injured. 
 
The dock can only be removed on a calm day.!!!! 
 
The following equipment will be needed: 

- Vice Grip; 
- 4 chain hoists from shed; 
- 4 chain loops(for around dock supports to hook chains through); 
- 4 ½ inch steel rods (place through dock support posts to support chains);  
- Hammer; 
- ½ inch box/open end wrench; 
- ½ inch extended socket; 
- 9/16 inch box/open end wrench; 
- 9/16 inch extended socket; 
- 5/8 inch box/open end wrench; 
- 5/8 inch extended socket; 
- Ratchet; 
- 2 Jack-Alls’; 
- Very long rope; 
- Long punch bar; 
- A long pole to push the far end of the dock over with;  
- Chain and; 
- Goose neck pry bar. 
 
 
 



 
 
 
 
 
The removal of the dock will require about 5 or 6 able bodied men however 
more would be even better. 
 
- After ensuring that the water is calm, attach the rope to the end of the 

dock and run it to the shore at a 45 degree angle from the dock on the 
side any slight breeze may come from. This will be held by a person 
ensuring the dock remains at 90 degrees from the shore. 

 
- Two persons to remain on dock. Take chain hoists, pry bar, pole, hammer 

and vice grip with them. Attach a rope to shore end of dock. The other end 
to be held by a person on the launch ramp. 

 
- Using the long punch bar remove the bar acting as a hinge between the 2 

haves of the ramp. Remove ramp to storage location. 
 

- Remove the 2 pins supporting the poles on the ramp closest to the dock 
and remove the poles. Remove ramp to storage location. 

 
- Persons on the dock then place the chain loops around the center dock 

supports and pass a steel rod through the dock support in such a manner 
that the chain hoist is as short as possible and yet able to raise the dock 
slightly. Attach hoist chains to dock. After removing the pressure on the 
pins supporting the dock at the center supports, remove those pins, raise 
the supports as high as possible and place the pins through the lowest 
holes visible on the supports above the dock so the supports remain as far 
in the air as possible. Remove chains, steel pin, and chain hoists. 

 
- Attach the chains, steel pin, and chain hoists to the 2 supports to the 2 

supports at each end of the dock proper in such a manner that the chain 
hoist is as short as possible and yet able to raise the dock slightly. Attach 
hoist chains to dock. After removing the pressure on the pins supporting 
the dock at the center supports, remove those pins. Raise the 2 supports 
at each end (evenly) as high as possible using the Jack All if 
necessary and place the pins through the lowest holes visible on the 
supports above the dock so the supports remain as far in the air as 
possible.  

 
NOTE: Raising the supports at each end evenly is important. Failure to 
do so may cause them to bind and make it impossible to rise 

 
 



 
 
 
 
 
 

- Using the pole push the dock over so it lines up perfectly with the ramp. 
 

- The persons on shore pull the dock as close to shore as possible, attach 
the chain and attach the other end to the bumper hitch of a 4 wheel drive 
truck. 

 
- Pull the dock on to shore until the supports at the far end make contact 

with the bottom. Lower the 2 center supports evenly until they support the 
dock just enough so that the far end supports do not drag. Pin them in 
place. 

 
- Continue pulling the dock from the lake. As soon as the supports at the far 

end are accessible, remove the cross member. 
 

- Park the dock to one side on the roadway for the winter so other vehicles 
can pass it. 

 
  


